
Item

Dimension(mm)

Bearing Type

Finish

LED Type

Speed (RPM)

                    (CFM)

                  (m /h)

                    Static Pressure (mm-H2O)

Minimal Noise (dB(A))

Lifetime (hours)

Input Power (W)

Rated Voltage (V)

Accessory

Safety & EMC

UCAP12

120(W) x120(H) x 25(D)

700~1700 (±10%)

(25oC~55oC)

28.98 ~ 71.76

49.24 ~ 121.93

0.853 ~ 2.03

15

4.2 W

12

UCAP8

80(W) x 80(H) x 25(D)

600~2100 (±10%)

(25oC~55oC)

12.48 ~ 33.04

21.21 ~ 56.15

0.673 ~ 1.886

15

3.6 W

12

Airflow
3

Optimized thermal control setting
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Temperature vs. Speed graphic table

The fan speed is within +10% tolerance

(blue) (green) (red) (silver)

Twister Bearing

Sputtering coating

Circular type

100,000

* 3-4P adaptor x1          * Isolator-mount x6

 www.enermax.com   forum.enermax.com

UCTB8/9/12/14T.B.SILENCE 
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UCTB9

92(W) x 92(H) x 25(D)

7

1400(+10%)

46.18

1.200

13

100,000

1.8

12

UCTB12

120(W) x 120(H) x 25(D)

9

900(+10%)

71.54

0.828

11

100,000

1.8

12

UCTB14

139(W) x 139(H) x 25(D)

7

750(+10%)

77.13

0.882

15

100,000

1.8

12
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Twister Bearing

                                                                                                                                               Turbine

Item

Dimension (mm)

Bearing Type

Frame

Blades

Blade Number

Speed (RPM)

Air Flow (m3/h)

Static Pressure (mm-H2O)

Noise (dBA)

MTBF (hours) 

Input Power (W)

Rated Voltage (V)

Accessory

Safety & EMC

�‡��Performance cooling with a low-noise profile
�‡��Twister Bearing technology for longer lifetime and low noise
�‡��Batwing Blades design and Carved Halo Frame for extra 20~30% airflow (8/9/12cm fan only)
�‡��Patented Modular Frame with aluminum ring for enhanced stability of structure (8/9/12cm fan only)
�‡��Turbine Blades design for high-pressure airflow (14cm fan only)
�‡���'�H�W�D�F�K�D�E�O�H���I�D�Q���E�O�D�G�H�V���I�R�U���H�D�V�\���F�O�H�D�Q�L�Q�J

Ball
Magnetic

Coil Coil
Flexible
Magnet

Flexible
Magnet

Batwing  BladesTwister Bearing Fan Blades Detachable

100K Hours Lifetime

Halo Frame Carved Halo Frame

Extra 20% ~ 30% Airflow

Batwing

UCTB8

82(W) x 82(H) x 25(D)

7

1600(+10%)

47.47

1.479

15

100,000

1.8

12

                                                                                                                                                 4 x screws  &  1 x 3  to 4 pin adaptor

- -

-

- -

* Note:14cm fan with 
  black frame and 
  turbine blades

Carved Halo Frame


